
Description 
and features

Application

Physical 
constant

Tools

Storage

Health & 
Safety

Alkyd Metallic paint, high-quality, interior, quick drying, characterized by   steadily color inside the 

can and after paint, excellent-hiding power, high gloss degree  does not change over time, first class 

product made from the finest raw material in the world, used to coating indoor buildings , including 

concrete surfaces and cement , also wooden and gypsum surfaces.

1 -  All surfaces should be flat, clean and completely dry to be painted.

2 -  Surfaces should established by Almadina Misurata coating system.

3 - start Decorating  by Alkyd Metallic“ Almadina Misurata“)silver, Gold and  copper(.

Color                      

Viscosity

Dry to touch

Thinner

Packaging

)Silver, Gold and Copper(

70 krebs

30 minutes

almadinam misurata lacquer thinner 

100 g

Product should be stored in the original package for 12 months from the production date , store it 

under normal conditions and keep it away from direct sunlight.

1 - Don’t keep food in the empty package.

2 - Keep it away from the reach of children.

3 - Avoid direct contact with eyes or skin , in case of contact with eyes you should  clean immediately 

with plenty of clean cold water and seek medical advice .

4 - This product is free of polluted materials to the environment.

Brush Roller Spray gun

Metallic Alkyd Paint


