
Description 
and features

Application

Physical 
constant

Tools

Storage

Health & 
Safety

Nitro Cellulose glossy Paint , high quality, interior and exterior, characterized by strongly high gluing 

and high hardness, gives a silky smooth surface, steadily colors, available in Silver, Gold and Copper, 

bears weather conditions, made from the finest raw material in the world, used to coating iron surfaces, 

cement and gypsum .

1. All surfaces should be clean and dry and dust free to be painted.

2. Surfaces should established by Almadina Misurata coating system.

3. start Decorating  by Nitro“ Almadina Misurata“)silver, Gold and copper(.

Color

Viscosity

Coverage

Dry to touch

Thinner

Packaging

)silver, Gold and copper(

120 ± 5 Krebs

6 : 8 m2/l

30 minutes 

Lacquer thinner almadina misurata        

850 g

Product should be stored in the original package for 12 months from the production date , store it un-

der normal conditions and keep it away from direct sunlight.

1 - Don’t keep food in the empty package.

2 - Keep it away from the reach of children.

3 - Avoid direct contact with eyes or skin , in case of contact with eyes you should  clean immediately 

with plenty of clean cold water and seek medical advice .

4 - This product is free of polluted materials to the environment.

Brush Spray gun

Nitro
»Silver - Gold - Copper«


